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AQUA  TOP

04 domestic filtration - POINTS OF USE

Codice
Code

Modello
Model

Cartuccia
Cartridge

Funzione
Function

Portata consigliata (Lt/Min)
Recommended Flow-Rate 
(Lt/Min)

Imballo / Pack
Price (€)

 Singol Multiple Pz. / Pieces

A805S000 AQUA Top FRN melt blown 
1 micron Riduzione sedimenti/Reduces sediment 15

140x130x330h 573x440x352h 12
A805C000 AQUA Top CTO-E Riduzione Cloro/Reduces Chlorine 4

A805G000 AQUA Top GAC Riduzione Cloro e sedimenti/Reduces Chlorine and sediment 4

A805U000 AQUA Top FRN-UF 0,2 
micron Riduzione Cloro e batteri/Reduces Chlorine and bacteria 3

Codice/Code Descrizione/Description Price (€)

A4240250 Cartuccia FRN melt blown 1 Micron/FRN melt blown 1 Micron cartridge
A4220050 Cartuccia CTO-E/CTO-E cartridge

A4120560 Cartuccia GAC/GAC cartridge

A6010010 Chiave per vaso/Closing keys for bowl
A6010500 Kit adattatore per by-pass M22x1/Adaptor kit for M22x1 by-pass

A4220050

SPARE PARTS AND ACCESSORIES

A4120560A4240250 A6010010

1  CARTRIDGE=UP TO 10.000 BOTTLES OF WATER

A6010500

TECHNICAL FEATURES 

Testa/Head: PP;
Vaso/Sump: PP;
O-Ring/O-Ring: NBR 70 Sh food grate;
Temperatura di esercizio/Working pressure: 5 BAR max;
Pressione di scoppio/Burst pressure: 20 BAR max;
Temperatura di esercizio/Working temperature:  
0°C + 50°C min/max;
Test di resistenza/Life test: 200.000 cicli/cicles.

Filtro punto d’uso/Faucet filter
DESCRIPTION 

Di semplice installazione si collega direttamente al rubinetto.
Provvisto di adattatore universale, non richiede energia elet-
trica. Semplice operazione di cambio cartuccia. 
Con una singola cartuccia si ottengono fino a 10.000 botti-
glie di acqua potabile di buona qualità.
Very easy to install, it connects directly to tap. 
Provided with universal adapter. 
Electric power supply is not required for operating. Easy-to-
replace cartridge. 
With a single cartridge you can obtain up to 10.000 bottles of 
good quality potable water. 

Si raccomanda di sostituire la cartuccia almeno 1 volta ogni 
12 mesi.
It is recommended to replace the cartridge at least once 
every 12 months.

!

made in italy

A9030220

Ingresso acqua
Water inlet

Ingresso acqua
Water inlet

Acqua filtrata
Filtered water

Fibre cave
Hollow fiber

FRN melt blown
FRN melt blown

Flusso acqua
Water flow
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